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(57) Abstract 

A system and method for providing additional services besides TV program schedule information through an EPG. Such services 
include up-to-date information relating to news, sports and local events and businesses. The EPG screen includes a PIP window (172) 
and panel advertisement windows (174, 176). A list of menu buttons (180) including sports button (180D), news button and hometown 
button displayed on the EPG screen allows access to additional services. Sporting event information about a past, present or future sporting 
event is displayed upon actuation of a sports button. News headlines (182) are displayed upon actuation of a news button. Information 
about local events, businesses, services and products are displayed upon actuation of a hometown button. The TV system's tuner (105) 
automatically tunes and displays a program broadcast by a service provider on the PIP window (172) upon actuation of the sports and news 
buttons. Links are provided Internet websites, TV programs and to other services provided through the EPG. A link to a presently televised 
program causes the tuner (105) to receive a channel televising the program. 
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SYSTEM AND METHOD FOR PROVIDING 
NEWS, SPORTS, AND LOCAL GUIDE SERVICES 
THROUGH AN ELECTRONIC PROGRAM GUIDE 

5 

FIELD OF THE INVENTION 

This invention relates generally to television systems, and more particularly, to television 
systems providing news, sports, and local guide services through an electronic program guide. 

1 0 BACKGROUND OF THE INVENTION 

The general public has an ever increasing desire for obtaining up-to-date information 
relating to a variety of events and activities. For example, consumers like to be informed of 
current events such as international, national and local news, financial market news, sports 
results, and entertainment guides, in a real-time manner, without having to wait to see the next 

12 day's newspaper or the nightly evening news. Consumers also desire to receive only the 
information that interests them, without having to wade through other, unwanted information. 

Recently, on-line computer services have provided such information to consumers in a 
controlled, selectable manner. However, the on-line services require the use of expensive 
specialized equipment such as personal computers, modems, and software, and require a certain 

2Q level of sophistication and experience using the equipment. Additionally, using such equipment 
may be awkward and time-consuming in that the consumer needs to go to the personal computer, 
initialize it, log on to an on-line information service, and request the desired information 
(possibly paging through many other screens of information in order to locate the desired data). 
A more useful information delivery system is needed that combines the real-time 

25 information distribution features of an on-line information service with the ease of use, low cost, 
and existing broadcasting infrastructure of a television system. 

SUMMARY OF THE INVENTION 

The present invention comprises a system and method for providing news, sports, and 

2Q local guide services through an electronic program guide of a television system. 

In one embodiment of the invention, providing news, sports, and local guide services 
(additional services) include storing program schedule information and the additional service 
information in the memory of a television system. The program schedule information is 
displayed in a first area of the screen as a grid guide, and one or more advertisements are 

25 displayed in panel advertisement windows in a second area of the screen during an EPG mode. 
The screen further include a list of menu buttons including a sports button, news button, and 
hometown button. 
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When each of the menu buttons are actuated, the system displays a plurality of information 
tiles related to the actuated menu. Specifically, sporting event information about a past, present, 
or future sporting event is displayed upon actuation of the sports button, news headlines are 

5 displayed upon actuation of the news button, and information about local events, businesses, 

services, and products are displayed upon actuation of the hometown button. 

In one particular aspect of the invention, the television system's tuner is set to receive a 
pre-determined channel for display of a program telecast by the channel in a picture-in-picture 
window upon user actuation of a particular menu button. If the sports button is actuated, the 

1 o picture-in-picture window may also display a highlight clip of a past sporting event or a preview 
clip of a future sporting event. 

In another particular aspect of the invention, links are provided in the tiles to Internet 
websites, television programs, or to other services provided through the EPG. A link to a 
presently televised program causes the tuner to receive a channel televising the program and 

1 5 display the program in a television mode. 

It will be appreciated, therefore, that the present invention allows easy and low-cost access 
to information relating to a variety of news and events. This information is provided through a 
familiar apparatus using existing broadcasting infrastructure. Users of the system no longer need 
not purchase and learn how to use personal computers for surfing the web for the desired 

2 Q information. Also, users of the system no longer need to wait to buy and flip through 
newspapers, magazines, and other media products in search of the information. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic block diagram of an interactive television schedule system including 
25 a television system and a cable box according to one embodiment of the invention; 

FIG. 2 is a more detailed schematic block diagram of the cable box of FIG. 1 ; 

FIG. 3 is a more detailed schematic block diagram of the television system of FIG. 1; 

FIG. 4 is an illustration of an EPG screen displayed on the television system of FIG. 1; 

FIGS. 5A-5C are illustrations of the EPG screen of FIG. 4 upon actuation of a news 
3Q button; 

FIG. 6 is an illustration of the EPG screen of FIG. 4 upon actuation of a sports button; 
FIGS. 7A-7B are illustrations of the EPG screen of FIG. 4 upon actuation of a hometown 
button; and 

FIGS. 8 A and 8B are user interface screens for requesting hometown information for a 
35 particular geographical area. 
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DETAILED DESCRIPTION 

In general terms, the present system and method is directed to an interactive television 
schedule system having a television apparatus equipped with an interactive electronic program 
guide (EPG) which provides additional services besides television program schedule information. 
Such services include up-to-date information relating to news, sports, and local events and 
businesses. 

FIG.l is a schematic block diagram of an interactive television schedule system according 
to one embodiment of the invention. The interactive television schedule system includes a 
television system 45 receiving input from a cable box 20 and an IRD box 25. The television 
system 1 0 includes a television 50 and a VCR 15. 

The television 50 is configured with an interactive EPG 45 for displaying television 
schedule information and information relating to additional services (collectively referred to as 
"EPG data") as is described in further detail below. A viewer interacts with the television 50 and 
EPG 45 via a viewer input device 40, preferably taking the form of an IR remote control 40, 
according to conventional methods. Other viewer input devices 40 might also be utilized, such 
as a keyboard, keypad, joystick, mouse, track ball, touch pad, and the like. 

Many different transmission schemes are available for providing the EPG data to the 
television system 1 0. For example, EPG data can be provided via cable and/or Direct Broadcast 
Satellite (DBS) through the cable box 20 and/or IRD box 25, respectively. An antenna 35 
coupled to the television 50 can also be used as an additional source of EPG data. Furthermore, 
the data can be transmitted through other inputs 30 such as conventional satellite systems, coax 
cables, telephone lines, and fibre optic cables. 

FIG. 2 is a more detailed schematic block diagram of the cable box 20 of FIG. 1 for 
providing EPG data to the television system 10. As illustrated in FIG. 2, the cable box 20 
includes a processor 60 and a memory 65. The memory 65 of cable box 20 stores software 70 
for receiving, organizing, and displaying EPG data as well as the EPG data itself. The EPG data, 
however, is preferably stored in a memory of the television system 10 as is described below in 
conjunction with FIG. 3. 

The memory 65 may further store data related to the viewer's profile and the like. In one 
embodiment of the invention, a portion of the data stored in memory 65 is obtained via the 
Internet through a cable modem 75. Other portion of data is generated by the processor from data 
received from a cable head end. 

FIG. 3 is a more detailed schematic block diagram of the television system 10 of FIG. 1 . 
With reference to FIG. 3, a source of television signals 1 00 such as the antenna 35, cable box 20, 
or IRD box 25 is connected to a television tuner 105. The output of tuner 105 is a modulated 
intermediate frequency signal 1 1 0 containing video and audio television information. The tuner 
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105 is connected by an intermediate frequency amplifier (IF AMP) 1 10 to a picture detector 
(PICTURE DET) 1 1 5 and a sound detector (SOUND DET) 1 20 r which produce base band video 
and audio signals, respectively. The audio signal is coupled by a sound amplifier (SOUND 

5 AMP) 125 to a loudspeaker 130. The video signal is coupled by a video amplifier (not shown) 

to one input of a switch 135. The sound detector 120 and picture detector 1 1 5 are connected to 
.the audio and video inputs, respectively, of the VCR 15. Alternatively, television signal source 
100 could be directly connected to the RF input of the VCR 15 if its internal tuner and 
demodulating circuitry is to be utilized. 

I o The output of the VCR 1 5 is connected to the other input of the switch 135. The output 

of the switch 1 35 is connected to one input of a conventional picture-in-picture (PIP) integrated 
circuit chip 140. The output of the PIP chip 140 is connected to the video input 142 of the 
television 50 having a screen (not shown). 

According to one embodiment of the invention, the television system 1 0 illustrated in FIG. 

j 5 3 includes an EPG memory 1 45 for storing updatable databases of EPG data including television 
program schedule information and information relating to news, sports, and local events and 
businesses. The databases can be updated by a continuous data link in the vertical blanking 
interval (VBI) of a television channel broadcast to the television system 10 in well known 
fashion. 

20 The EPG memory 1 45 is connected to a microprocessor 1 50 that is programmed to control 

the operation of the television 50. An operating program for the microprocessor 150 is stored 
in a read only memory (ROM) 1 55. The viewer input device 40 is coupled to the microprocessor 
1 50 to provide commands from the viewer and interact with the EPG. 

A video processor 1 60 is coupled to microprocessor 1 50. When the viewer wishes to see 

25 television program schedule information or information regarding to news, sports, or local events 
and businesses, the microprocessor 150 recalls a portion of the relevant data from the EPG 
memory 145 and couples it to video processor 1 60, where the program listings are formatted for 
display. Preferably, the information stored in video processor 160 is a bit map of what is 
displayed on the screen of television 50. 

30 ^ video processor 160 is further connected to the other input of the PIP chip 140. 

Preferably, the viewer input device 40 controls the microprocessor 1 50 by cursor movement on 
the screen of television 50. To this end, microprocessor 1 50 and video processor 160 are coupled 
to a cursor position register 165. Alternatively, the viewer can select items of information 
displayed on the screen by selecting a particular keys on the viewer input device 40. 

35 The microprocessor 1 50 is also coupled to the tuner 105 for channel change, to the VCR 

1 5 for play /record selection and start/stop, to the switch 1 35 for selection of one of its inputs, and 
to the PIP chip 1 40 for selection of the mode of PIP operation. 

-4- 
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Referring back to the EPG memory 145, television program schedule information stored 
in a program schedule database of the EPG memory and includes the program schedules of all 
the available channels for a prescribed period of time, e.g. a day or a week. These program 

5 listings typically include for each program the title, a program description, the day of the week, 

the start time of the day, the program length, and the channel on which the program is transmitted 
. and thus available for reception at source 100. In a preferred embodiment of the invention, the 
period of time for which the program listings are stored is different for the guides, depending 
upon viewer priorities and preferences. For example, the information may be stored for one or 

j q two days, or for a week or more. 

Information relating to news stored in a news database of the EPG memory 145 includes 
but is not limited to new categories, news headlines, articles relating to the news headlines, 
graphical images associated with the articles, and links to television programs, Internet websites, 
and local guide information associated with each article. 

15 Information relating to sports stored a sports database of the EPG memory 145 includes 

but is not limited to sporting categories, sporting events in each sporting category, team 
information, scores, statistics, point spreads, and links to television programs, video clips, 
Internet websites, news articles, and local guide information associated with a sporting event. 
Information relating to local events, businesses, products, and services (hometown 

20 information) stored in a hometown database of the EPG memory 145 include but is not limited 
to categories of such hometown information (e.g. movies, theater, restaurants), description of the 
hometown information, business, addresses, telephone numbers, graphical images related to the 
hometown information, and links to television programs, Internet websites, and news articles. 
According to one embodiment of the invention, the links to television programs stored in 

25 the news, sports, and hometown databases include channel, date, time, and length information 
of a linked television program, or a pointers to an entry of such a program in the program 
schedule database. The links to Internet websites include URL information to particular web 
pages. The links to news articles and local guide information include pointers to such entries in 
the new and hometown databases. 

30 FIG - 4 is an illustration of an EPG screen 1 70 generated by the video processor 1 60 under 

the control of the microprocessor 150. The viewer invokes an EPG guide mode for displaying 
the EPG screen 1 70 by pressing a "guide" key on the viewer input device 40. The viewer returns 
to a full screen television mode by the same key or invoking a linked television program. 

The EPG screen 1 70 is divided into a number of different display areas. A PIP window 

35 1 72, a first panel ad window 1 74, and a second panel ad window 1 76 are arranged along the left 
side of screen 50. The remainder of the EPG screen 1 70 is typically occupied by an action key 
bar 1 78, a navigation bar 1 80, a grid guide 1 82, and an information box 1 84. In the embodiment 

-5- 
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illustrated in FIG. 4. the position of the windows, and other user interface features, including the 
action key bar 1 78. navigation bar 1 80 and grid guide 1 82, are fixed. In another embodiment of 
this invention, the position and size of the windows and other user interface features are 
^ customizable by the viewer. 

The PIP window- 1 72 displays real time broadcast programs or pre-recorded video clips 
produced by the PIP chip 140. A translucent overlay of the PIP window 172 can display a title, 
channel (local number and/or station name), and status (locked or unlocked) of the PIP window 
172. 

10 The first and second panel ad windows 174 and 176 display advertisements for future 

telecast programs or for products and services. An advertisement for a future telecast program 
is linked to a time and channel of the program allowing the viewer to watch or record the 
program automatically by highlighting the advertisement and pressing a watch action button 1 78a 
or a record action button 1 78b,respectively. 

15 Highlighting an advertisement for a product or service allows the viewer to read one or 

more pages about the product or service from the information box 1 84. Alternatively, the 
advertisement is linked to a time and channel of an infomercial allowing the viewer to watch or 
record the infomercial by highlighting the advertisement and pressing the watch action button 
1 78a or the record action button 1 78b, respectively. 

20 The viewer accesses television program schedule information 

by actuating a grid button 180a from a list of menu buttons listed on the navigational bar 180. 
Upon actuation of the grid button 1 80a, the grid guide 1 82 displays a list of television programs 
with their respective channel designations in a series of program tiles. In addition to the program 
tiles, the grid guide 22 includes advertisement tiles 1 90 with virtual channel advertisements. A 

25 virtual channel ad may promote, for instance, a current or future television program. Such a 
virtual channel ad for a television program is linked to a time and channel of the program 
allowing the viewer to watch or record the program automatically. 

NEWS SERVICE 

30 The viewer further accesses news articles by actuation of a news button 180b from the 

navigational bar 1 80. According to one embodiment of the invention, news headlines and related 
articles to be stored in the news database are transmitted in data packets through the VBI lines 
of a television channel broadcast along with their corresponding IDs. The IDs depict the service 
and provider from where the articles emanate. Graphics contained in the articles are also 

35 transmitted as graphic object packets through the VBI lines. 

The news button 1 80b appears upon receipt of a NewsGuide service definition packet 
transmitted prior to the delivery of any article data packets. FIGS. 5 A-5C are illustrations of the 
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EPG screen 170 upon actuation of the news button 180b. The tuner 105 automatically tunes to 
a program broadcast by a news service provider such as MSNBC, and the program is displayed 
on the PIP window 172 of the EPG screen 170. In addition, the grid guide 182 displays a list of 

^ news headlines in a series of tiles. 

As illustrated in FIG. 5B, highlighting one of the headlines causes the information box 1 84 
to display a portion of a text of a news article associated with the highlighted headline. Selection 
of an information button on the viewer input device 40 causes the information box 1 84 to expand 
to display the remainder of the article as illustrated in FIG. 5C. 

I o According to one embodiment of the invention, the headline tiles are not displayed unless 

the corresponding headline and lead paragraph have been received. If the full article text has not 
yet been received upon expansion of the information box 184, the information box 184 just 
displays the lead paragraph and a "retrieving" icon following the lead paragraph. 

The headlines are ordered by display priority from newest (top) to oldest (bottom) based 

j 5 on the date/time of the receipt of the headline. Updated news stories are downloaded by the 
television system 10 a predetermined number of times a day. In the described embodiment, 
updates occur two to four times a day. If the viewer is currently reading an article when a new 
article arrives, the headline of this new article is displayed at the top of the list of headlines. The 
viewer may also receive an audio or visual indication that a new article has arrived. 

20 According to one embodiment of the invention, the system keeps track of the types of 

articles most frequently read by the viewer as well as the types of programs most often watched 
to determine the type of articles to transmit. Advertisements displayed on the panel 
advertisement windows 174, 176 may also be targeted based on the categories of news stories 
supplied. 

25 The headlines are color coded based on the type of news article category (e.g. blue 

headlines indicate a NEWS category, light blue headlines indicate a BUSINESS category, green 
headlines indicate a SPORTS category, and purple headlines indicate a LIVING category). A 
viewer may sort the headlines based on the categories or other viewer-determined sorting 
schemes. 

30 If a television program broadcast presently or in the future is related to a news article, the 

corresponding headline tile includes a television icon 200 indicating the existence of such a 
program. For instance, a news article on the current situation in Somalia could be linked to a 
television program featuring a segment on Somalia. Links may also be provided to relevant 
articles on the Internet via an Internet icon 204, or to a local event information via a hometown 

35 icon 202. These icons may alternatively be inserted in the information box 1 84 before or after 
its expansion. The viewer may further be alerted about the links via other visual or audio 
indicators. 
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Upon actuation of the television icon 200, information of the linked TV program is 
displayed on the information box 1 84. The viewer may then tune directly to the program that is 
being currently broadcast by selecting the watch action button 1 78a. If the program is to be 

5 broadcast in the future, selection of the watch action button 1 78a causes the program to be 

inserted into a list of programs to watch for being tuned to later. In this respect, the 
microprocessor 150 searches an entry for the news article in the news database. Once such an 
entry is found, the microprocessor 150 searches the entry for a CDTL code or a pointer to an 
entry in the program schedule database to locate the linked television program. The link could 

10 t> e t0 * e start °f the television program or to a relevant section within the program. Conversely, 
a television program or segment may have a link to a news article. 

The viewer may further record a linked television program by actuating the record action 
button 178b. If only a portion of the television program related to the news article is to be 
recorded, the data stream of the television program may be tagged with a flag at the section prior 

15 to the transmission of the segment to alert the VCR or tuner that the segment is about to be 
transmitted. Alternatively, closed caption data could be sliced and text searches done for key 
words which would indicate the start of a particular segment. In yet another embodiment, the 
entire program may be taped, and an index could be made of the program based on flags that 
indicate the start and beginning of each section. A viewer desiring to see a section on Somalia 

20 could jump to this section on the recorded tape based on the index. Search of key words on the 
closed caption could further be used as the source of the index. 

Upon actuation of the Internet icon 204, the microprocessor 150 searches the news 
database for an entry for the selected news article. Once the entry is found, the microprocessor 
150 searches the entry for the URL of a particular web page. The microprocessor 150 then 

25 invokes the cable modem 75 located in the cable box 20 to connect to the Internet and view the 
web page. 

When the hometown icon 202 is actuated, the microprocessor 150 searches the news 
database for an entry for the selected news article. Once the entry is found, the microprocessor 
1 50 searches the entry for a pointer to a hometown information listing in the hometown database. 
3Q The microprocessor 1 50 invokes a hometown view of the EPG screen as is described in further 
detail below, and the relevant hometown information is displayed to the viewer. 

SPORTS SERVICE 

The viewer accesses information about past, present, and future sporting events by 
35 actuating a sports button 1 80c. According to one embodiment of the invention, scores of various 
sporting events and other sports related information to be stored in the sports database are 
transmitted in data packets through the VBI lines of a television channel broadcast along with 

-8- 
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their corresponding IDs. The IDs depict the service and provider from where the sports related 
information emanates. Any graphics related to this information are also transmitted as graphic 
object packets through the VBI lines. 

5 The sports button 1 80c appears upon receipt of a SportsGuide service definition packet 

transmitted prior to the delivery of any sports related data packets. FIG. 6 is an illustration of the 
EPG screen 1 70 upon actuation of the sports button 1 80c. The tuner 105 automatically tunes to 
the program broadcast by a sports service provider such as ESPN, and the program is displayed 
on the PIP window 1 72 of the EPG screen 1 70. In addition, the grid guide 1 82 displays a list of 

IQ past, present, and future sporting events and associated information in a series of tiles. 

A game scheduled in the future 1 82a has associated with it information as to which teams 
are playing, when the game is to occur, the network station televising the game, and preview 
information about the game such as statistics, rankings, and point spread. The preview 
information might be displayed in the information box 1 84. In addition, a preview video clip 

1 5 related to the game is displayed in the PIP window 1 72 upon actuation of a preview icon 208. 

A game currently in progress 182b has associated with it a scoreboard with the name 
and/or logo of a home team appearing on the top row of the scoreboard, and the name and/or logo 
of the. visiting team appearing on the bottom row of the scoreboard. The scoreboard in the 
described embodiment is designed to look like a scoreboard that the viewer would see if present 

20 at the actual game. For instance, in baseball, the scoreboard includes the number of runs for each 
inning as well as a total score and a number of errors and/or hits. 

Highlighting of a game in progress causes the display of further information related to the 
game in the information box 1 84. For instance, if a touchdown is made by a team associated with 
the highlighted game, the information box 1 84 provides information such as who made the 

25 touchdown and how the touchdown was made. The information box is constantly updated as a 
new event occurs. Preview information related to the game is also available even after the start 
of the game upon selection of a preview icon. 

After a game is over, the information box 1 84 displays wrap-up information about the 
game. The guide further allows the viewer to view clips of highlights of the game in the PIP 

30 window 1 72 upon selection of a highlights icon 2 1 0. The clip may already be stored in the sports 
database of the EPG memory 145. Alternatively, the video clip may be transmitted via a 
dedicated channel upon selection of the highlights icon 2 1 0. A viewer may further view preview 
information and update information that would have been displayed throughout the game even 
after a game is over. 

35 Various methods may be utilized to determine the order of the sporting categories 

displayed in the sports guide. According to one embodiment of the invention, the viewer 
customizes the order of the sporting categories via an Editor window. For instance, if the viewer 
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is most interested in football scores, he could select to have all the football scores displayed first. 
The Editor window further allows the viewer to delete certain sporting categories and/or teams 
from the guide in which the viewer has no interest. 

5 In an alternative embodiment, the sporting categories are organized based on the sporting 

season. During basketball season, for instance, all the basketball scores are displayed first. In 
another embodiment, the sporting categories are organized based on the type of sports watched 
most often by the viewer, or based on the type of sporting event most often selected from the 
sports guide. The teams within each sporting category are organized utilizing similar methods. 

] o In one embodiment of the invention, the viewer's local team appears at the top of each category, 
with the remaining teams appearing in alphabetical order. 

Each sporting category may further be distinguished visually in addition to a text 
description. In one embodiment, each sporting category is displayed in a distinct color, allowing 
the viewer to quickly identify a sporting category by simply recognizing the color to which it is 

j 5 related. Logos (e.g. the Official NBA logo) may also be utilized to distinguish the categories. 

The initial page of the sports guide displays information about all the sporting categories 
sorted in the manner described above. Advertisements are also displayed along with the sports 
guide in the panel advertisement windows 1 74, 1 76. The advertisements may relate to sports in 
general. Otherwise, advertisements are targeted to the type of sports the viewer watches most, 

20 or to a currently selected sporting event. 

As the viewer pages sideways on the sports guide, each page is devoted to a single 
sporting category. Alternatively, the viewer may page down to view additional tiles in the current 
category. Smart buttons 212 or a menu of sporting categories may also be provided, allowing 
the viewer to jump to a sporting page of interest. 

25 The sporting event tiles displayed in the grid guide 182 may include links to televised 

sporting events broadcast presently or in the future. Such links are indicated by a television icon 
200a. Conversely, a televised sporting event may have a link to the sports guide alerting the 
viewer that this event appears on the guide. 

Links may also be provided to relevant websites on the Internet via an Internet icon 204a, 

30 as well as to news articles via a news icon 206a, and local event information via a hometown icon 
202a. The viewer is may also be alerted about a link via other visual or audio indicators. 

Upon actuation of the television icon 200, information of the linked TV program is 
displayed on the information box 1 84. The viewer may then tune directly to the program that is 
being currently broadcast by selecting the watch action button 178a. If the program is to be 

3 5 broadcast in the future, selection of the watch action button 178a causes the program to be 
inserted into a list of programs to watch for being tuned to later. In this respect, the 
microprocessor 150 searches the sports database for an entry for the sporting event. Once the 
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entry is found, the microprocessor 150 searches the entry for a CDTL code or a pointer to an 
entry in the program schedule database to locate the linked television program. 

A linked TV program may be recorded by means of a traditional VCR 15 or a random 

5 access recording device such as a rewritearble DVD or a hard disk upon actuation of the record 

action button 178b. An index is then made of the different sporting events recorded based on 
flags that indicate the start and end of each event. A viewer desiring to see a particular sporting 
event can jump to this section on the recorded tape, DVD, or hard disk based on the index. In 
the described embodiment, the index is created by searching key words on the closed caption 

j q data. 

Upon actuation of the Internet icon 204a, the microprocessor 1 50 searches the sports 
database for an entry for the selected sporting event. Once such an entry is found, the 
microprocessor 1 50 searches the entry for the URL of a particular web page. The microprocessor 
150 then invokes the cable modem 75 located in the cable box 20 to connect to the Internet and 

j ^ view the web page. 

When the hometown icon 202 is actuated, the microprocessor 1 50 searches the hometown 
database for an entry for the selected sporting event. Once such an entry is found, the 
microprocessor 150 searches the entry for a pointer to a hometown information listing in the 
hometown database. The microprocessor 150 invokes a hometown view of the EPG screen as 

20 is described in further detail below, and the relevant event or business information is displayed 
to the viewer. For instance, the information may relate to how to purchase tickets for a locally 
occurring sporting event, as well as the seats available and the prices for the different seats. 

When the news icon 206a is actuated, the microprocessor 1 50 searches the sports database 
for an entry for the selected sporting event. Once such an entry is found, the microprocessor 1 50 

25 searches the entry for a pointer to a news article in the news database. The microprocessor 1 50 
invokes a news guide view of the EPG screen as described above in conjunction with FIGS. 5 A- 
5C, and the relevant news article is displayed to the viewer. 

According to one embodiment of the invention, a viewer tuned to a game may switch to 
a different channel upon the start of a commercial. When the commercials are over and the game 

30 has resumed, the viewer is alerted to this fact either visually or by audio. The viewer may then 
manually switch back to the channel broadcasting the game, or the television may be configured 
to automatically tune to the channel. Using similar methods, a VCR could be configured to 
record a game free of commercials. 

Closed captioning data is utilized in the described embodiment to detect that the 

35 commercials is over. Closed captioning data is sliced and text searches are performed for key 
words indicating the end of commercials and/or the start of the game. 
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HOMETOWN SERVICF 

As illustrated in FIGS. 7A-7B, the viewer accesses the local information guide (hometown 
guide) of a particular geographical area by actuation of a hometown button 180d from the 

5 navigational bar 1 80. According to one embodiment of the invention, information about local 

events, businesses, services, and products (hometown information) to be stored in the hometown 
database are transmitted in data packets through the VBI lines of a television channel broadcast 
along with their corresponding IDs. The IDs depict the service and provider from where the 
hometown information emanates. Any graphics related to this information are also transmitted 

10 as graphic object packets through the VBI lines. The hometown button 180d appears upon 
receipt of a HometownGuide service definition packet transmitted prior to the delivery of any 
hometown data packets. 

One or more content providers supply up-to-date hometown information to the viewer. 
An exemplary content provider for restaurant information is ZAGAT™. 

15 According to one embodiment of the present invention, a default geographical area, the 

user ' s "hometown," is specified by the viewer as the viewer 5 s zip code during setup initialization 
of the television system 10. Alternatively, the EPG can learn the user's hometown area from 
information collected by the EPG from the operation of the television, such as from the channels 
received by the television. 

20 hometown guide is at the highest level, a directory to the various categories of 

hometown information. The hometown guide further provides increasingly detailed 
supplemental levels of information on the EPG screen 1 70 based on the viewer interaction with 
the EPG screen. 

Upon actuation of the hometown button 1 80d, the EPG screen 1 70 displays a list of sub- 
25 menu entries 250 in the information box 1 84. These entries include a restaurant guide, theater 
guide, arts guide, events guide, clubs guide, and movies guide. 

The EPG screen 1 70 further displays a list of items belonging to a default sub-menu entries 250 
in the grid guide 182 as a series of tiles. Thus, if the default sub-menu entry is the restaurant 
guide as depicted in FIGS. 7A-7B, a list of restaurants in the local area is retrieved from the 

3Q hometown database and displayed in the grid guide 182. 

According to one embodiment of the invention, the default category is the first sub-menu 
entry listed in the information box 184. In an alternative embodiment, the default category is 
customized by the viewer during setup via an Editor window. In yet another embodiment, the 
default category is based on the viewer's profile. 

35 The viewer uses the viewer input device 40 to move a screen cursor up or down the list 

of tiles in the grid guide 1 82. As the cursor highlights a particular tile, the microprocessor 150 
retrieves information about the listed item from the hometwon database. In the restaurant 
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example of FIG. 7B ? highlighting of a restaurant tile causes the microprocessor to display in the 
information box 1 84 information about the restaurant's address, telephone number, type of food 
served, price range, recommended menu items, and restaurant review information, and the like. 

5 If multiple levels of information are available for a highlighted item, only a portion of the 

information is initially displayed in the information box 184. For each type of information 
provided, the user can access ("drill down through") one or more layers of detailed information 
about a selection. The user requests additional information about the highlighted item by 
selecting an information button in the viewer input device 40. 

1 o F° r instance, detailed information about a highlighted restaurant might include a particular 

restaurant's menu, directions to the restaurant, a map to the restaurant, and information about the 
main chef. As another example of detailed information, if the viewer has highlighted a particular 
upcoming event after selecting an event sub-menu entry, the viewer can view information about 
the seating arrangement of the event site, such as the seats and prices for a football stadium for 

15 a particular game, or for a particular concert hall for a particular conceit or theatrical production. 

According to one embodiment of the invention, a back channel is utilized to allow the 
viewer to order tickets and merchandise, make reservations for dinner, schedule doctor 
appointments, and the like, directly from the hometown service guide. 

The panel advertisement windows 174, 176 of the EPG screen 170 may be linked to 

20 specific or unique areas of the hometown service. For instance, a credit card company may 
display an ad in one of the panel advertisement windows 174, 176 whenever a restaurant is 
selected which accepts its card. As another example, a selected restaurant can advertise a Sunday 
Brunch offer. If the viewer is in the movies category, an advertisement of the movie may be 
displayed in the panel advertisement windows 174, 176, or a preview of the movie may be 

25 displayed on the PIP window 1 72. 

The hometown guide supplements the hometown information with links to television 
programs broadcast presently or in the future. For instance, a particular movie listing might be 
linked to an upcoming Siskel & Ebert television program reviewing the selected movie. The link 
could be to the start of the television program or to a relevant section within the program. 

30 Conversely, a television program or segment may have a link to a particular listing in the 
hometown service guide. The existence of a television program link is indicated by a television 
icon. Links may also be provided to relevant websites on the Internet via an Internet icon or a 
news article via a news icon. The viewer may further be alerted about the links via other visual 
or audio indicators. 

35 Upon actuation of the television icon 200, information of the linked TV program is 

displayed on the information box 1 84. The viewer may then tune directly to the program that is 
being currently broadcast by selecting the watch action button 178a. If the program is to be 
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broadcast in the future, selection of the watch action button 178a causes the program to be 
inserted into a list of programs to watch for being tuned to later. In this respect, the 
microprocessor 1 50 searches the hometown database for an entry of a particular hometown listing 

5 on the grid guide 1 82. Once such an entry is found, the microprocessor 1 50 searches the entrv 

for a CDTL code or a pointer to an entry in the program schedule database to locate the linked 
television program. The link could be to the start of the television program or to a relevant 
section within the program. 

The viewer may record a linked television program by actuating a record action button 

jq 178b. If only a portion of the television program related to the hometown listing is to be 
recorded, the data stream of the television program may be tagged with a flag at the section prior 
to the transmission of the segment to alert the VCR or tuner that the segment is about to be 
transmitted. Alternatively, closed caption data could be sliced and text searches done for key 
words which would indicate the start of a particular segment. In yet another embodiment, the 

15 entire program may be taped, and an index could be made of the program based on flags that 
indicate the start and beginning of each section. A viewer desiring to see a particular section of 
the program could jump to this section on the recorded tape based on the index. Search of key 
words on the closed caption could further be used as the source of the index. 

Upon actuation of the Internet icon, the microprocessor 150 searches an entry for the 

2Q hometown listing in the hometown database. When such an entry is found, the microprocessor 
150 searches the entry for the URL of a particular web page. The microprocessor 150 then 
invokes the cable modem 75 located in the cable box 20 to connect to the Internet and view the 
web page. 

When the news icon is actuated, the microprocessor 150 searches the hometown database 
25 for an entry for the selected hometown listing. Once such an entry is found, the microprocessor 
150 searches the entry for a pointer to a news article in the news database. The microprocessor 
1 50 invokes a news view of the EPG screen as described above in conjunction with FIGS. 5 A-5C 
and displays the relevant news article. 

Although according to the above described embodiment default information accessed 
30 through the hometown guide is information of the town or city where the viewer resides, the 
viewer may also access localized information of other cities. There are several ways in which 
the user can specify a particular geographical area for which hometown information is desired. 
FIGS. 8A and 8B are user interface screens for requesting hometown information for a particular 
geographical area. The viewer utilizes the viewer input device 40 to enter the name of a city 260 
35 and state 262, for a city 266 and country 268, or a region 272. The user can further focus the 
search by entering a narrower description of the geographical area such as a zip code 264 or a 
particular telephone area code 270. 
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In another embodiment of the invention as illustrated in FIG. 8B. the user interface screen 
includes pull-down menus to allow the user to spell the name of a city, state, or country, or enter 
numbers to specify a zip code or telephone area code. In this regard, the viewer selects an area 

5 for which an entry is to be made, moves the cursor to an alpha pull-down menu 274 or a numeric 

pull-down menu 276, and selects the appropriate letters or numbers. As an alternative to the pull- 
down menus, the user interface screen presents a graphical display of a keyboard. 

Although the present invention has been described in certain specific embodiments, many 
additional modifications and variations would be apparent to those skilled in the art. For 

] o instance, the EPG data might be stored in one or more locations, such as on different servers 
accessible through a global communications network such as the Internet. In another 
embodiment the EPG data is stored in a database at a central location, such as in a database that 
is part of the EPG provider's computer system. It is therefore to be understood that this invention 
may be practiced otherwise than is specifically described without the exercise of further inventive 

ir activity. 



20 
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CLAIMS: 

1. A method for providing sporting event services through a television apparatus 
having a tuner, memory, and screen, the method comprising: 

storing program schedule information and sporting event information in the memory; 

displaying a portion of the program schedule information in a first area of the screen and 
an advertisement in a second area of the screen during an electronic program guide mode; 

displaying a plurality of menu buttons including a sports button during the electronic 
program guide mode; 

displaying a plurality of tiles with sporting event information upon user actuation of the 
sports button, each tile being associated with a past, present, or future sporting event, the tile 
associated with a past sporting event including a highlights icon and the tile associated with a 
future sporting event including a preview icon; 

automatically setting the tuner to receive a pre-determined sporting channel for display 
of a program telecast by the channel in a picture-in-picture window of the screen upon user 
actuation of the sports button; 

displaying a highlight clip in the picture-in-picture window upon user actuation of the 
highlights icon; 

displaying a preview clip of the sporting event in a picture-in-picture window upon user 
actuation of the preview icon; and 

setting the tuner to receive a channel televising the present sporting event listed in the 
present sporting event tile and displaying the televised sporting event in a television mode. 

2. The method of claim 1 further comprising providing a news icon in one of the tiles 
for displaying news articles related to a sporting event listed on the tile. 

3. The method of claim 1 further comprising providing an Internet icon in one of the 
tiles for linking to a website related to a sporting event listed on the tile. 

4. The method of claim 1 further comprising providing a hometown icon in one of the 
tiles for displaying hometown information related to a sporting event listed on the tile. 

5. A method for providing news services through a television apparatus having a 
tuner, memory, and screen, the method comprising: 

storing program schedule information and news information in the memory; 
displaying a portion of the program schedule information on the screen during an 
electronic program guide mode; 
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displaying a plurality of menu buttons including a news button during the electronic 
program guide mode; 

displaying a plurality of tiles listing news headlines upon user actuation of the news 
5 button, the tiles including a television icon if a television program is associated with the listed 

news headline; and 

setting the tuner to receive a channel televising the program associated with a listed news 
headline and displaying the program in a television mode. 

10 6. The method of claim 5 including automatically setting the tuner to receive a pre- 

determined news channel for display of a program telecast by the channel in a picture-in-picture 
window of the screen upon user actuation of the news button. 

7. The method of claim 5, wherein the program schedule information is displayed on 
15 a first area of the screen and an advertisement is displayed on a second area of the screen. 

8 . The method of claim 5 further comprising providing an Internet icon in the tiles for 
linking to a website related to a news headline listed on the tile. 

20 9. The method of claim 5 further comprising providing a hometown icon in the tiles 

for displaying hometown information related to a news headline listed on the tile. 

1 0. A method for providing local guide services through a television apparatus having 
a tuner, memory, and screen, the method comprising: 
25 storing program schedule information and hometown information in the memory, the 

hometown information including information about local events, businesses, products, and 
services; 

displaying a portion of the program schedule information in a first area of the screen and 
an advertisement in a second area of the screen during an electronic program guide mode; 
30 displaying a plurality of menu buttons including a hometown button during the electronic 

program guide mode; 

displaying a plurality of sub-menu entries categorizing the hometown information upon 
user actuation of the hometown button; 

displaying a plurality of tiles listing hometown information related to a particular sub- 
35 menu entry upon user actuation of the particular sub-menu entry. 
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11. The method of claim 10, wherein the sub-menu entries are selected from a group 
consisting of restaurants, theater, arts, events, clubs, and movies. 

5 12. The method of claim 10 further comprising displaying a menu of a local restaurant 

in an information box. 

13. The method of claim 10 further comprising displaying direction information to a 
local event in an information box. 

10 

1 4. The method of claim 1 0 further comprising providing a news icon in one of the tiles 
for displaying new articles related to a hometown information listed on the tile. 

15. The method of claim 1 0 further comprising providing an Internet icon in one of the 
j 5 tiles for linking to a website related to a hometown information listed on the tile. 

16. A system for providing sporting event services through an electronic program 
guide, the system comprising: 

a memory for storing program schedule information and sporting event information; 
20 means for displaying a portion of the program schedule information in a first area of the 

screen and an advertisement in a second area of the screen during an electronic program guide 
mode; 

means for displaying a plurality of menu buttons including a sports button during the 
electronic program guide mode; 
25 means for displaying a plurality of tiles with sporting event information upon user 

actuation of the sports button, each tile being associated with a past, present, or future sporting 
event, the tile associated with a past sporting event including a highlights icon and the tile 
associated with a future sporting event including a preview icon; 
a viewer input device for receiving a user command; 
30 a tuner automatically tuning to a pre-determined sporting channel responsive to the user 

command from the viewer input device to actuate the sports button; 

a picture-in-picture chip coupled to the tuner for causing a display of the pre-determined 
sporting channel in a picture-in-picture window. 

35 1 7 - system of claim 1 6 wherein the picture-in-picture chip causes a display of a 

preview clip of the sporting event in the picture-in-picture window responsive to the user 
command from the viewer input device to actuate the preview icon. 
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18. The system of claim 16 wherein the picture-in-picture chip causes a display of a 
highlight clip of the sporting event in the picture-in-picture window responsive to the user 
command from the viewer input device to actuate the highlights icon. 

5 

19. The system of claim 1 6 wherein the tuner tunes to a channel televising the present 
. sporting event listed in the present sporting event tile responsive to a user command to link to 

the channel from the present sporting tile. 

10 2 0. The system of claim 1 6 further including means for linking to a news article related 

to a sporting event listed on the tile. 

2 1 . The system of claim 1 6 further including means for linking to a website related to 
a sporting event listed on the tile. 



15 



22. The system of claim 16 further including means for linking to a hometown 
information related to a sporting event listed on the tile. 



23. A system for providing news services through an electronic program guide, the 
2q system comprising: 

a memory for storing program schedule information and news information; 

means for displaying a portion of the program schedule information in a first area of the 
screen and an advertisement in a second area of the screen during an electronic program guide 
mode; 

25 means for displaying a plurality of menu buttons including a news button during the 

electronic program guide mode; 

means for displaying a plurality of tiles listing news headlines upon user actuation of the 
news button, the* tiles including a television icon if a television program is associated with the 
listed news headline; 
30 a viewer input device for receiving a user command; and 

a tuner tuning to a channel televising the program associated with a listed news headline 
responsive to the user command to link to the channel from the tile listing the news headline. 

24. The system of claim 23 further including a picture-in-picture chip for causing a 
3 5 display of the pre-determined news channel in a picture-in-picture window. 
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25. The system of claim 23 further including means for linking to a website related to 
a news headline listed on the tile. 

5 26. The system of claim 23 further including means for linking to a hometown 

information related to a news headline listed on the tile. 

27. A system for providing local guide services through an electronic program guide, 
the system comprising: 

10 a memory for storing program schedule information and hometown information, the 

hometown information including information about local events, businesses, products, and 
services; 

means for displaying a portion of the program schedule information in a first area of the 
screen and an advertisement in a second area of the screen during an electronic program guide 
j 2 mode; 

means for displaying a plurality of menu buttons including a hometown button during the 
electronic program guide mode; 

means for displaying a plurality of sub-menu entries categorizing the hometown 
information upon user actuation of the hometown button; and 
20 means for displaying a plurality of tiles listing hometown information related to a 

particular sub-menu entry upon user actuation of the particular sub-menu entry. 

28 . The system of claim 1 6 further including means for linking to a news article related 
to a hometown information listed on the tile. 



25 



30 



35 



29. The system of claim 1 6 further including means for linking to a website related to 
a hometown information listed on the tile. 



-20- 



BNSDOC1D: <WO 0033 576 A 1 I > 



WO 00/33576 



1 / 12 



PCT/US99/28722 




Ld 
X 



~i 




ION 




LO 


00 


o 




£i 


CL 




Ld 










LU 

f— 







L_ 



1 






o 
> 


1 



o 

LO 




_J 




BNSDOCID: <WQ QQB3578A1 I > 



SUBSTITUTE SHEET (RULE 26) 



WO 00/33576 



2 / 12 



PCT/US99/28722 



O 
CsJ 



r 




m 

CD 



>- 
or 
o 





O 








LJ 








< 




< 


< 




(— 


Q 




L_ 






O 






CO 




BNSDOCID: < WO 0033576A 1 _l_> 



SUBSTITUTE SHEET (RULE 26) 



WO 00/33576 



3 



/ 12 



PCT/US99/28722 




BNSOOCID: <WO 0033576A1_I_> 



SUBSTITUTE SHEET (RULE 26) 



WO 00/33576 



4 / 12 



PCT7US99/28722 



CM 
00 




SUBSTITUTE SHEET (RULE 26) 



BNSDOCID: <WO 0033576A1_I_> 



WO 00/33576 PCT/US99/28722 

5 / 12 



CN 
00 



o 




1— 




oo 












AST SUMMI 


NMENT 


OWING PAIN 


00 




•VERN? 


LINE 


COVERAGE 


IIDE 


en 

LU 
^> 


o 


1— 
O 


LU 
O 


o 
o 


'EC 


Cn 
LU 
1 — 




! GO 


on 


TR 






LJ 


1 — 
LU 




00 

<r 


< 


O 


LU 




CD 


o 


LU 


RIC 


Q_ 


00 


RE 


o 


cn 
o 






<c 


UJ 
00 


1 

< 


o 


00 

1 1 1 


Li_ 


LU 
CO 






cr 


1— 




1— 


Q 
LU 


CO 


00 


CO 






< 


< 


CO 


z> 


< 


LU 
> 

en 


SURI 


SE 




cr 


CO 
LU 




LU 

oo 


<c 
m 


ES 


z: 


ER 


cn 


o 

1 — 


>- 

1 


en 

LU 


TS 




RLI 


NC 


O'S 


Zj 


< 


i — 


UJ 




LU 


< 




O 




m 




00 


m 


o 





CL 

p 
O 



O 



Q_ 



O 



CD 



2 

z 
a. 

CO 



Csj 



o 



as 

z 

CO 

o 



5 



BNSOOCID: <WO_0033576A1J.> 



SUBSTITUTE SHEET (RULE 26) 



WO 00/33576 



6 / 12 



PCT/US99/28722 



00 



00, 



/- 



o 
1^ 



V 



00 



ooo 

CNiCNCN 



Q 
(Z 
O 
CJ 
LU 



o 

CO 



o 

t 



Q,_B 

<2 : 
^.-^lJLJ 

<2oi 

q:</> 
oujuj 



LU 






ZD 






LU 
X 


G) 


CO 




3 




3 


CO 


© 


LU 


(A 

3 






) — 


z 


or 
o 

CO 




0 






0 






z 




GO 



OO 



OO 



or 

LU 

> 
o 
o 



00 

<c 

UJ 



00 

>- 
I 

< 



OO 

Q_ 
CD 



O 

cm 
o 

OO 
OO 

<c 
o 

cm 



OO 



or 



cm 



CD 



CO 

I — 

o 



< 

Q_ 



LU 

CO 
0_ 



or 

Z) 
CO 

CO 



LU 

Q 

O 

CO 
I 

< 



LU 

CO 
CO 
LU 



ZD 
CO 



en 

LU 

> 
o 
o 



LU 

en 
o 



< 



cr 

LU 
CD 



LU 



O 
LU 
Q 



O 

CO 
LU 
I— 
< 

or 

LU 

o 
z: 
< 



o 
<c 
or 

LU 

r> 
o 
o 

or 



QD 
OT 

o 



OO 
OO 
LU 

cm 

Q_ 
OO 

o 



05 



CL 
ro 
O 

O 



O 



CL. 



o 



o 



o 

Q- 

o 



a 



CNJ 



Cu 



o 



2 

O 

Q. 

CO 



SUBSTITUTE SHEET (RULE 26) 

BNSDOCID: <WO 0033576A1_I_> 



WO 00/33576 



7 / 12 



PCT/US99/28722 




SUBSTITUTE SHEET (RULE 26) 

BNSDOCID: < WO 0033 576A 1 J j> 



WO 00/33576 



8 / 12 



PCT/US99/28722 




SUBSTITUTE SHEET (RULE 26) 

BNSDOCID: <WO 0033576A1_I_> 



WO 00/33576 PCT/US99/28722 

9 / 12 




CM 
00 



-Q 
00 



Q 
O 

o 

LU 
0C 



o 

00 



X 

o 



O 
if) 

1 



CO 

LaJ 

CO 



CO 



CO 



[to 

s 

CO 
CO 
CD 
ICE 



i — 

CO 



CO 
CO 

o 
en 
o 



ZD 

o 



o 
<c 



CO 

o 

CM 



o 

M 
< 



CD 
ZD 
Q_ 

CO 



o 

ID 
< 



LU 



ZD 
< 



or 
< 

< 



< 
CD 



CO 
CO 

< 

O 



Cxi 
O 

>- 
LU 

en 

<C 
CD 



S5 



Q_ 
O 



O 



Q- 
Q_ 



CM 



7 



<5I 



a. 
o 

a. 
o 



7 



Q_ 

O 

1 

a. 

Q 



CO 



7 



SUBSTITUTE SHEET (RULE 26) 



BNSDOCID: <WO 00B357BA1 I > 



WO 00/33576 



10 / 12 



PCT/US99/28722 



00 



CN 
00 



o 



V 



_Q 
00 



o 

00 



Q 

tr 
O 
o 

a: 



x 



CO ID CO 
Ld<< 

^ UJ 

2 ^ or 

15° 

cE GQ O 

ce>:cocs4 

LU ^5 Csl 



Sex: 04 



CD 







LU 








CO 




HE 




i— 


i 




i 


CO 


cc 


CO 




o 


< 




ID 


o 


o 


<: 





o 



CD 
O 
CN 



o 
or 

< 



DO 
Z) 
Q_ 

00 
UJ 
O 

< 



UJ 
_l 

o 

LU 

cr 

Z> 
< 



< 

< 
X 



< 
CD 



CO 
CO 

<c 



or 
o 

>- 



Del 
<C 
CD 



a 



Gi- 
ro 
O 

O 



O 



Q_ 



CN 



7 



O 



2 



o 5 



1^ 



7 



CNJ 



O 



2 



a 



CD 



7 



BNSDOCID: <WO 0033576A 1 I > 



SUBSTITUTE SHEET (RULE 26) 



WO 00/33576 



11 / 12 



PCT/US99/28722 




5 

ft 



SUBSTITUTE SHEET (RULE 26) 

BNSDOCID: < WO 0O33576A 1 _l _> 



WO 00/33576 PCT/US99/28722 

12/12 



CO 
UJ 
ZD 
O 
LU 

iS 

< 



01 

o 



CD 
co 

CM 



00 
CO 
CM 



CM 
CM 



i X3 



UJ 



o 

CO 
CM 



CM 
CO 
CM 



>- 



Z> 

o 
o 



CO 
CM 



o 
or 

UJ 



< 

X 
Q. 



O^CMrO^LOCOr^OOCT) 



CO 



-l22OQ.O0iWhD> 



o 

CM 



«5 

s: 



>- 

o 



iS 

CO 



UJ 
Q 
O 
O 

Q_ 



UJ 

Q 
O 
O 

< 
UJ 

or 
< 



SUBSTITUTE SHEET (RULE 26) 

BNS0OCID: < WO 0C33576A 1_l_> 



INTERNATIONAL SEARCH REPORT 



Inters — anal application No. 
PCT/US99/2S722 



A. CLASSIFICATION OF SUBJECT MATTER 
IPC(7) : H04N 7/14, 5/445 

US CL : 345/327; 709/217; 348/10 t 12, 13, 563, 906 
According to International Patent Classification (IPC) or to both national classification and IPC 

R FIELDS SEARCHES 

Minimum documentation searched (classification system followed by classification symbols) 
U.S. : 345/327; 709/217; 348/10, 12, 13 , 563 , 906 

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched 
None 



Electronic data base consulted during the international search (name of data base and, where practicable, search terms used) 
None 



DOCUMENTS CONSIDERED TO BE RELEVANT 



Category* 


Citation of document, with indication, where appropriate, of the relevant passages 


Relevant to claim No. 


x, P 


US 5,850,218 A (LAJOIE et al) 15 December 1998; Abstract; Fig. 
3; Fig. 5; Fig. 8; Fig. 21; col. 10, lines 20-29; col. 16, lines 10-30; 
col. 18, lines 11-40; col. 18, lines 58-67 


1-29 


Y 


WO 96/31980 A (LEMMONS etal) 10 October 1996; Abstract; pg. 
6, lines 20-30; pg. 9, lines 29-38; pg. 62, lines 1-20; Fig. 7 


1-29 


Y 


US 5,659,350 A (HENDRICKS etal) 19 August 1997; Fig. 6a; Fig. 
6b; Fig. 15; col. 14, lines 5-22; co. 33, lines 35-60; col. 28, lines 1- 
10 


1-29 


Y 


US 5,708,960 A (KAMISAKA et al) 13 January 1998; Abstract; 
Fig. 6; co. 2, lines 10-40 


1-29 



1 x| Further documents are listed in the continuation of Box C. ^] See patent family annex. 



Special categories of cited documents: 



"X." 



•o* 



t defining the general state of th* art which is oot considered 
to be of particular relevance 

earlier document published on or after the international filing date 

document which may throw doubts on priority class (•) or which is 
cited to establish the pubbcaubn date of another citation or other 
special reason (so specified) 

document referring to an oral disclosure, use, exhibition or other 
document published prior to the incarnations I filing dale but fatfer then 



later document published after the mtcmsttonsi filing date 
date and not in conflict with the application but cited to 
the principle or theory underlying the invention 

document of particular relevance; the claimed invention 
considered novel or cannot be considered to involve an 
when the document is taken alone 



be 
step 



«; the claimed invention cannot be 



document of particular relevi 
considered to involve s 
combined with one or more other such documents, such 
being obvious to a person skilled in the an 

document member of the seme patent family 



Date of the actual completion of the international search 
13 MARCH 2000 


Date of mailing of the international search report 

11 APR 2000 


Name and mailing address of the ISA/US 
Commissioner of Patents and Trademarks 
BoxPCT 

Washington. D.C 20231 
Facsimile No. (703) 305-3230 


AUI^ office, Hill 
REUBEN M. BROWN WW 

Telephone No. (703) 305-2399 



Form PCT/1S A/210 (second sheet) (July 1998)i 

: <WO 00Q3576A 1 J_> 



INTERNATIONAL SEARCH REPORT 



International application No. 
PCT/US99/28722 



C (Continuation). DOCUMENTS CONSIDERED TO BE RELEVANT 



Category* 


Citation of document, with indication, where appropriate, of the relevant passages 


Relevant to claim No. 


Y 


r 

US 5,835,087 A (HERZ et al) 10 November 1998; Abstract; co. 4, 
lines 35-65; co. 5, lines 20-45; co. 6, lines 10-15; 


1-29 



Form PCT/ISA/210 (continuation of second sheet) (July 1998)* 



<WO 0033576A1_I_> 



(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 



CORRECTED VERSION 



(19) World Intellectual Property Organization 

International Bureau 

(43) International Publication Date 
8 June 2000 (08.06.2000) 




PCT 



(10) International Publication Number 

WO 00/33576 Al 



(51) International Patent Classification 7 : H04N 7/14. 5/445 

(21) International Application Number: PCT/US99/28722 

(22) International Filing Date: 3 December 1999 (03.12.1999) 



(25) Filing Language: 

(26) Publication Language: 



English 
English 



(30) 



Priority Data: 

60/1 10,946 
60/111333 
60/111,944 
60/139,704 



4 December 1 998 (04. 1 2. 1 998) US 

7 December 1 998 (07. 1 2. 1 998) US 

1 1 December 1 998 ( 1 1 . 1 2. 1 998) US 

17 June 1999 (17.06.1999) US 



(71) Applicant (for all designated States except US): INDEX 
SYSTEM, INC. [US/US]; Suite 870, 135 North Los Rob- 
les Avenue. Pasadena. CA 91 101 (US). 

(72) Inventors; and 

(75) Inventors/Applicants (for US only): WARD, Thomas, 
Edward, III [US/US]; 3 Viles Street, Weston, MA 02193 



(US). HANCOCK, Kenneth, S. [US/US]; 64 Stillwater 
Drive, Nashua, NH 03062 (US). RALLIS, James, A. 
[US/US]; 3 Bear Rock Circle, No. 30, Burlingham, MA 
01803 (US). SCHOAFF, Peter, Christopher [US/US]; 1 
Sweetwood Circle, Westford. MA 01886 (US). WHITE- 
HEAD, Wensdy [US/US]; 26D Roberts Drive, Bedford, 
MA 01730 (US). SUTTON, Jonathon [US/US]; 77 Tem- 
ple Road, Concord, MA 01742 (US). MACRAE, Douglas 
[US/US1: 23 Cart Path Road, Weston, MA 02493 (US). 
DIAS, Stephen [US/US]; 23 Norfolk Place, Sharon, MA 
02067 (US). 

(74) Agent: MONROE, Wesley, W.; Christie, Parker & Hale, 
LLP, P.O. Box 7068, Pasadena, CA 91 109-7068 (US). 

(81) Designated States (national): AE, AL, AM, AT, ALL A2, 
BA, BB, BG, BR, BY, CA, CH, CN, CR, CU, CZ, DE DK, 
DM, EE, ES, FI, GB, GD, GE, GH, GM, HR, HU, ID, IL, 
IN, IS, JP, KE, KG, KP, KR, KZ, LC, LK. LR. LS, LT, LU, 
LV, MA, MD, MG, MK, MN, MW, MX, NO, NZ. PL, PT, 
RO, RU, SD, SE, SG, SI, SK, SL, TJ, TM, TR, TT, TZ, UA, 
UG, US, UZ, VN, YU, ZA, ZW. 

[Continued on next page ] 



(54) Title: SYSTEM AND METHOD FOR PROVIDING NEWS, SPORTS, AND LOCAL GUIDE SERVICES THROUGH AN 
ELECTRONIC PROGRAM GUIDE 



172 



174 



176 



10:03PM 

PiP WINDOW 
180a- 



PRJUE HUE IMj SAM DONALDSON INTERVIEWS ' 
TWO OF GOSPEL UUSIC'S PIONEERS. AMY GRANT 
AND SANOl PATTY. 180b 
ABC [13] 9:0OPM (lh) /" cc Bl 

SORT j SCHEDULE | } NEWS ~ fb 



AD W1N00W 1 

OGPUYNC PWCL AO 

m 



AD WINDOW 2 
ogpiaywc panel ad 

m 



1 78a 1 78b 

6 WATCH O Rf 



170 
178 



t) RECORD 



9:00PM 



PRIME TIME LIVE 



PRIME TIME LIVE 



AMER. MOST WANTED 



EARLY EDITION 



WALKING TALL 



ON GOLDEN POND 



REMEMBER- I YOUNG PHIIA... j 



COLLEGE FOOTBALL 



-184 



180 



190 



182 



V© 



O 



(57) Abstract: A system and method for providing additional services besides TV program schedule information through an EPG. 
Such services include up-to-date information relating to news, sports and local events and businesses. The EPG screen includes 
a PIP window (172) and panel advertisement windows (174, 176). A list of menu buttons (180) including sports button (180C), 
news button (180B) and hometown button (180D) displayed on the EPG screen allows access to additional services. Sporting event 
informauon about a past, present or future sporting event is displayed upon actuation of the sports button (180C). News headlines 
(182) are displayed upon actuation of the news button (180B). Information about local events, businesses, services and products are 
displayed upon actuation of the hometown button (180D). The TV system's tuner (105) automatically tunes and displays a program 
broadcast by a service provider on the PIP window (172) upon actuation of the sports and news buttons. Links are provided Internet 
websites, TV programs and to other services provided through the EPG. A link to a presently televised program causes the tuner 
(105) to receive a channel televising the program. 



BNSDOCID: <WO 003357 6A1 J A > 



WO 00/33576 Al 




(84) Designated States (regional): ARIPO patent (GH, GM, 
KE, LS, MW, SD, SL, SZ, TZ, UG. ZW), Eurasian patent 
(AM, AZ, BY, KG, KZ, MD, RU. TL TM), European patent 
(AT. BE, CH, CY, DE. DK. ES, FL FR, GB, GR, IE, IT, LU, 
MC, NL, PT, SE). OAPI patent (BF, BJ, CF, CG. CI. CM, 
GA, GN, GW, ML. MR, NE, SN, TD, TG), 

Published: 

— With international search report. 



(48) Date of publication of this corrected version: 

22 February 2001 

(15) Information about Correction: 

see PCT Gazette No. 08/2001 of 22 February 200 K Section 
II 

For two-letter codes and other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviation" appearing at the begin- 
ning of each regular issue of the PCT Gazette. 



BNSDOCID: <WO 0033576A 1_IA> 



wo am$$76 



I / 12 



PCTYUS99/Z6723 



o 



I— 
Ol 



Ld 

I 




r 




ION 




in 


CO 


o 




















d 







in 












VCR 





i5 




BNSDOCID: <WO 0033576A1TI_> 



SUBSTITUTE SHEET (RULE 26) 



WO Oft/33576 PCT/US99flS72J 

2/12 




SUBSTITUTE SHEET (RULE 26) 



WO«<M3357< 



3 



i 12 



PCT/US99/2S722 



m 






L 


i 




a 


Q. 








o < 












SUBSTITUTE SHEET (RULE 26) 



WO 0003576 FCTVUSgg/28722 

4 I 12 




SUBSTITUTE SHEET (RULE 26) 



BNSOOCID: <WO Q03357flAlTI > 



WO 00/33576 



5 / 12 



PCmJ5Wrt8"732 



CM 

00 




SUBSTITUTE SHEET (RULE 26) 

BNSDOCID: <WO 0033576A1TI_> 



♦ 



WO00jO3S76 ^ , PCmiSg9/2S722 

6 7 12 



CSJ 
QO 




SUBSTITUTE SHEET (RULE 26) 



BNSOOCID: <WO 0033576A 1TI_> 



WO DO/33576 



7 / 12 



PCTnJS39/2S7Il 




SUBSTITUTE SHEET (RULE 26) 

BNSDOCIO <WO__0033576A1TI_> 




BNSDOCID: <WO__0033576A1TI_> 



SUBSTITUTE SHEET (RULE 26) 



WO Q0/JJ576 PCTAJS99/287Z2 

9 f 12 




BNSDOCID: <WO_0033S76A1TI_> 



SUBSTITUTE SHEET (RULE 26) 



I* 

WO Mti35tf PCT/US99/2&722 

10 / 12 



00 



CO 




BNSOOCI0: <WO_0033S76A1TI_> 



SUBSTITUTE SHEET (RULE 26) 



wo w&sn 



11 / 12 



PCT/US990S722 




SUBSTITUTE SHEET (RULE 26} 



WO 0003576 PCI7US9W2S732 

12/12 



GO 
UJ 

Of 
UJ 

3 



p 



CD 


CO 




(£> 




to 
















c 












































ITY 




no 






o 







CN 

CN £ 

til 

cm 



o 
to 

tN 



CN 



o 

a: 
u 



< 

CL 



v CL 



j5zoq.oq:(/) 



o > 

-5^ 



o 

CN 



LlF 

a 

o 
o 

CL 

N 



Ld 

a 
o 
o 

a 

a: 
< 



SUBSTITUTE SHEET (RULE 26) 



